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800-900 BTU/Hr. (234-264 Watts)
H x W x D: 15.75" (400) x 7.50" (191) x 6.30" (160)

           60 HZ Max Shipping
         BTU/Hr @  Amb Temp Weight
 Model  Voltage Hz Phase Amps 131°F/131°F  °F/°C Lbs/Kgs

 T15-0116-G150 STOCK 100/115 50/60 1 3.8/3.6 800/800  131/55 27/12
   T15-0116-GXXX  100/115 50/60 1 3.8/3.6 800/800  131/55 27/12
 T15-0126-G150 STOCK 220/230 50/60 1 1.4/1.5 800/900  131/55 27/12
 T15-0126-GXXX  220/230 50/60 1 1.4/1.5 800/900  131/55 27/12
 T15-0146-G400  460 50/60 1 0.7/0.8 800/900  131/55 37/17
 T15-0146-GXXX *  460 50/60 1 0.7/0.8 800/900  131/55 37/17

-XXX will be replaced with a three-digit number designating all desired options. Consult the factory for specific model 
numbers. 
*  Transformer mounted outside in a separate box attached to the unit.

T15 Series

2000 BTU/Hr.(586 Watts)
 H x W x D: 20" (508) x 10" (254) x 9.90" (251)  
          Max  Shipping
        Amps BTU/Hr @ Amb Temp  Weight
 Model  Voltage Hz Phase 131°F/131°F 131°F/131°F °F/°C  Lbs/Kgs

 T20-0216-G150 STOCK 115 50/60 1 7.0 1800/2000 131/55  56/25
 T20-0216-GXXX  115 50/60 1 7.0 1800/2000 131/55  56/25
 T20-0226-G150 STOCK 230 50/60 1 3.5 1800/2000 131/55  56/25
 T20-0226-GXXX  230 50/60 1 3.5 1800/2000 131/55  56/25
 T20-0246-G400  460 50/60 1 1.9/1.9 1800/2000 131/55  66/30
 T20-0246-GXXX *  460 50/60 1 1.9/1.9 1800/2000 131/55  66/30

-XXX will be replaced with a three-digit number designating all desired options. Consult the factory for specific model 
numbers. 
*  Transformer mounted outside in a separate box attached to the unit.

T20 Series

4000 BTU/Hr. (1172 Watts)
H x W x D: 29" (737)  x 17" (432)  x 11.30" (287)  

          Max  Shipping
        Amps BTU/Hr @ Amb Temp  Weight
 Model  Voltage Hz Phase 131°F/131°F 131°F/131°F °F/°C  Lbs/Kgs

 T29-0416-G150 STOCK 115 50/60 1 13.8/13.6 3600/4000 131/55  107/48.6
 T29-0416-GXXX  115 50/60 1 13.8/13.6 3600/4000 131/55  107/48.6
 T29-0426-G150 STOCK 230 50/60 1 6.9/6.8 3600/4000 131/55  107/48.6
 T29-0426-GXXX  230 50/60 1 6.9/6.8 3600/4000 131/55  107/48.6
 T29-0446-G400  460 50/60 1 3.8/3.7 3600/4000 131/55  127/58
 T29-0446-GXXX  460 50/60 1 3.8/3.7 3600/4000 131/55  127/58

-XXX will be replaced with a three-digit number designating all desired options. Consult the factory for specific model 
numbers. 

T29 Series

T20-02X6-GXXX, 60 Hz Capacity Curve
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T29-04x6-GXXX, 60Hz Capacity Curves
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SPECIFICATIONS SUBJECT TO CHANGE WITHOUT NOTICE

T15 Series
CUT-OUT NOTES
 1.  Dash lines represent air conditioner.

 2.  Cut-out dimensions for standard product only.

 

T20 Series
CUT-OUT NOTES
 1.  Dash lines represent air conditioner.

 2.  Cut-out dimensions for standard product only.

 

CUTOUT INSTRUCTIONS�

EXTERNALLY MOUNTED INTERNALLY MOUNTED

T29 Series
CUT-OUT NOTES
 1. Dash lines represent air conditioner.

 2.  Cut-out dimensions for standard product only.
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DESIGN NOTES
 1.  Gasket kit for mounting to enclosure 

included.

 2.  Service cord terminated with appropriate 
plug cap.
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DESIGN NOTES
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DESIGN NOTES
 1.  Gasket kit for mounting to enclosure 

included.

 2.  Service cord terminated with appropriate 
plug cap.
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